Effective Installations Don't Just 
Happen. ..They Are Planned. 

GUIDE TO SUCCESS 



Thorough planning, proper 
installation, follow-up mainte- 
nance in the first weeks and peri- 
odic inspection of the mounting 
system, are the keys to a success- 
ful plan for Nixalite Bird Control. 

Always study the building carefully. 
Nixalite must be installed on all areas 
where birds alight, roost or build nests. 
All areas above, from which birds can 
drop nesting materials, as well as areas 
where birds can fly above the installa- 
tion to drop materials, must be pro- 
tected with Nixalite. 

When installing Nixalite in small 
pieces or on an intricate structure, cut 
and fit each piece carefully. Be patient 
and thorough when applying Nixalite, 
being sure to follow all contours and 
angles closely. Do not jam the Nixalite 
together. 

Even though stainless steel has a very 
low rate of corrosion or reaction with 
other metals, it is still recommended to 
apply a protective coating or sealer on 
dissimilar metal surfaces before install- 
ing Nixalite to prevent any galvanic 
action. 

Before deciding on the proper 
amount of Nixalite to be used, 
there are some specific figures to 
consider. Take time to establish the 
proper position and amount of the 
Nixalite by referring to the Surface 
Depth and "Space-i-fication" charts on 
page 4. Too much Nixalite can be as 
ineffective as too little. 

All exposed edges, as well as the inte- 
rior of flat surfaces, must be covered. 

On inside corners, particularly cor- 
nice returns and similarly protected 
areas, it may be necessary to make a 
screen or special device with Nixalite to 
close off the protected area. In some 



areas, the Nixalite should be installed 
both on the surface and upside down 
on the surface directly above. 

Nixalite can even be used on pipes, 
supports and similar areas. It is also 
used as a deterrent for climbing ani- 
mals, rodents and humans. 

A free consultation service is pro- 
vided by our planning depart- 
ment. Submit blueprints and / or draw- 
ings with exact measurements for rec- 
ommendations. On site consultation 
is available by request. However, there 
is a charge for this service. 

Before installing Nixalite remove 
all overhanging branches and similar 
foliage where birds can land to drop 
nesting materials. 

Clean the surface thoroughly 

with a disinfectant. The scent of bird 
droppings can encourage the birds to 
come back. Birds will fight hard to 
retain their old roosts. 



Clean the surface thoroughly 




In cases where the accumulation of 
bird dung is heavy, it may be necessary 
to use a bactericide to kill the disease 
carrying bacteria. 

For your protection, wear goggles, 
gloves and a protective mask to help 
protect you against the health hazards 
associated with the bird debris. 



For your protection 

wear goggles, gloves and a protec- 
tive mask when cleaning bird waste. 




Installing Nixalite Strips 



Proper placement and quantity of 
Nixalite starts with accurate mea- 
surements of the surface. 

1. Carefully measure the depth and 
length of the surface, then refer to 
the Surface Depth Specification 
Charts on page 4 for the number of 
rows needed. It is sometimes nec- 
essary to measure for height clear- 
ance when installing Nixalite in 
tight spaces. 




NOTE: Make sure the dimensions you 
record are accurate. Do not guess or 
estimate dimensions from a distance. 
Accurate dimensions are essential for 
an effective Nixalite installation. 



Questions About Your Installation? 

Ph:800-624-1189 or 309-755-8771 Fax:800-624-1196 or 309-755-0077 
E-mail: planning@nixalite.com Website: www.nixalite.com 



2. Mark where the Nixalite base strip 
will be positioned. To help you 
space the Nixalite on the surface 
correctly, refer to the "Space-i- 
fications" chart on page 4. 



2. Mark where the 
Nixalite base 
strip (s) will 




3. Mounting hardware is installed 
7/8" from Nixalite base strip. 
Mark the surface where the mount- 
ing hardware units are to be placed. 



3. Measure 7/8" back 
from Nixalite base 
strip for hard- 



ware. 




Use the Mounting Hardware 
Spacing Chart on page 4, to deter- 
mine the proper mounting hard- 
ware spacing. Make a mark for each 
mounting hardware unit, or use an 
installation template. Call Nixalite 
for more information on installa- 
tion templates. 

The "hook" end of the mounting 
clip should point to the closest out- 
side edge of the installation surface. 



Get hardware spacing from 
chart on page 4. Hook 
end of clip points 
to outside 
edge. 




Mounting Hardware 
Instructions 

Use the Mounting Hardware Spacing 
Chart on page 4 to determine the 
proper mounting hardware spacing. 

Masonry 

1. Drill 1 /4" diameter holes, 1 " deep. 

2. Insert Nylon Anchors. 

3. Insert spiral nails with mounting 
clips into nylon anchors (in that 
order, top to bottom) and drive 
flush with a hammer. 

4. Slip Nixalite base strip into mount- 
ing clips. 

Optional: Fill drilled holes with 
silicone sealer before inserting 
nylon anchors. This provides an 
extra measure of protection against 
water damage. 

Wood 

1. Insert stainless steel spiral nail 
through the mounting clip and 
washer (in that order, top to bot- 
tom). 

2. Drive flush to wood surface with 
hammer. 

3. Slip Nixalite base strip into mount- 
ing clips. 

Sheet Metal 

1. Make small holes with drill, punch, 
etc.. 

2. Fasten sheet metal screws, mount- 
ing clips and washers (in that order, 
top to bottom) to mounting sur- 
face. 

3. Slip Nixalite base strip into mount- 
ing clips. 

Steel or Iron 

1. Drill 5/32" diameter holes, 1/2" 
deep. 

2. Insert stainless steel drive screws 
with mounting clips and washers (in 
that order, top to bottom) into 
drilled holes. 

3. Drive flush with hammer. 

4. Slip Nixalite base strip into mount- 
ing clips. 

All Nixalite supplied metal mounting 
hardware is made of high grade stain- 
less steel. 



Nixalite Mounting 
Hardware Units 
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Before installing the Nixalite 
strips into the mounting hard- 
ware, there are some important 
guidelines that must be followed. 

1. Be sure the Nixalite strips will fit the 
area properly. The Nixalite base 
strip must follow the installation 
surface closely. 

2. Do not leave gaps in the Nixalite 
coverage. Cover all possible land- 
ing areas above, behind or next to 
the installation areas. 

3. Follow Nixalite overhang require- 
ments. Run Nixalite strip 1 / 2" over 
exposed ends of the surface. 
Nixalite needles must extend 1 / 4" 
over the outside edge of surface. 




1/4" 
minimum 

needle 
overhang 



1/2" 
minimum 

strip 
overhang 



Questions About Your Installation? 

Ph: 800-624-1 189 or 309-755-8771 Fax:800-624-1196 or 309-755-0077 



Wire Tie and Adhesive 

Recommended for fastening the 
Nixalite strips to suspended structures, 
such as pipe, cables, etc. Always follow 
the adhesive manufacturers directions 
printed on the container. 

1. Clean the surface thoroughly. 

2. Apply adhesive to the bottom of 
the Nixalite base strip and to the 
installation surface. 



2. Apply adhesive to bottom 

of base strip and on 
- installation surface. 




3. Press the Nixalite strip into the sur- 
face adhesive. 

4. Wrap the wire tie around the 
Nixalite strip and suspended instal- 
lation surface (cable, pipe, etc.), 
twist loop ends with wire tying tool 
until tight. Space the wire ties in 
accordance with the mounting hard- 
ware spacing chart on page 4. 



twist wire 
ties tight 
with wire 
tying tool 



wire 

tying 

tool 




Adhesive Installation 
Instructions 

When the use of supplied mounting 
hardware is not possible, an adhesive 
installation can be done. It is recom- 
mended to use one mounting hard- 
ware unit at each end of the 
Nixalite strip to ensure solid 
mounting. Always follow instruc- 
tions printed on the adhesive con- 
tainer. 



"Non-removable" Method 

1. Clean the surface thoroughly. 

2. By following manufacturers direc- 
tions printed on the adhesive con- 
tainer, apply adhesive to surface 
where clips are to be attached. Put 
clips into this adhesive, making sure 
not to get any adhesive into the 
hook end of the clip. The hook end 
of the clip should point to the clos- 
est outside edge of the surface. 



2. Apply adhesive where 
clips will be pos- 
itioned. 




3. Cover the eyelet end of the clip with 
adhesive. Make sure not to get adhe- 
sive into the hook end of the 
mounting clip. 



3. Cover the 
eyelet of the 
clip with 
adhesive. 




4. After the adhesive holding the clips 
has cured, apply adhesive to the bot- 
tom of the Nixalite base strip and 
the installation surface. Slip the 
Nixalite strip into the mounting 
clips. 



4. Apply adhesive to the 
bottom of the Nixalite 
base strip and where it 
will go on the surface. 




5. It is absolutely necessary to 
allow the adhesive holding the 
mounting clips to cure for at 
least 24 hours before inserting 
the Nixalite strips. 

Removable Method 

When the use of supplied mounting 
hardware is not possible, a removable 
adhesive installation can be done. 
However, it is recommended to 
use one mounting hardware unit 
at each end of the Nixalite strip to 
ensure solid mounting. 

1. Clean the surface thoroughly. 

2. By following manufacturers direc- 
tions printed on the adhesive con- 
tainer, apply adhesive to surface 
where clips are to be attached. Put 
clips into this adhesive, making sure 
not to get any adhesive into the 
hook end of the clip. The hook end 
of clip should point toward the clos- 
est outside edge of the surface (see 
sketch #2 at left). 

3. Cover the eyelet of the mounting 
clip with adhesive making sure not 
to get adhesive in the hook end of 
the clip (see sketch #3 at left). 

4. It is absolutely necessary to 
allow the adhesive holding the 
mounting clips to cure for at 
least 24 hours before inserting 
the Nixalite strips. 

Keeping Tabs 

By setting up a biannual visual 
inspection of the installation, you can 
keep an eye out for any debris that may 
get caught in the needles of the strips. 
Also inspect the mounting hardware 
system at this time. This allows re- 
securing the strips in the unlikely event 
that the strips have come loose from 
the hardware. 

In Closing... 

Bear in mind that the birds may 
fight to retain their nesting and roost- 
ing places. Credit the birds for being 
cunning, persistent and tenacious. 
Sufficient Nixalite must be installed to 
do the job effectively. Careful observa- 
tion before the installation is necessary 
to locate all the problem areas. 

Remember that birds will try to 
drop sticks and other nesting materials 
into the Nixalite in an attempt to. . 

...continued next page 



For More Information or Planning Assistance 
Visit our Website at www.nixalite.com E-mail:planning@nixalite.com 



render it useless. That is why the areas 
above the installation must be pro- 
tected. 

Careful thought and planning are 
required to make the installation suc- 
cessful. We can furnish the material, 



but it must be installed with skill and 
ingenuity. 

Naturally, since there are so many dif- 
ferent factors to be considered, we 
make no warranties, guarantees or rep- 
resentations, expressed or implied. 



Surface Depth Specification Charts 



Single Exposed 


Surface Depth 

Inches Centimeters 


Rows 
Required 


0-2 


0-5.1 


V2 row* 


2-4 


5.2-10.2 


1 row 


4-6 


10.3 - 15.3 


1 V2 rows 


6-9 


15.3-22.9 


2 rows 


9 - 14 


22.9 - 35.6 


3 rows 


14-19 


35.6 - 48.3 


4 rows 


19-24 


48.3 - 61.0 


5 rows 


24-29 


61.0-73.7 


6 rows 


29-34 


73.7 - 86.4 


7 rows 


34-39 


86.4- 99.1 


8 rows 



Double Exposed 


Surface Depth 

Inches Centimeters 


Rows 
Required 


0-3.5 


0-8.9 


1 row 


3.5 -5.5 


8.9 - 14.0 


IV2 row 


5.5 - 8.5 


14.0-21.6 


2 rows 


8.5 - 13.5 


21.6-34.3 


3 rows 


13.5-18.5 


34.3 - 47.0 


4 rows 


18.5-23.5 


47.0 - 59.7 


5 rows 


23.5 - 28.5 


59.7 - 72.4 


6 rows 


28.5 - 33.5 


72.4-81.5 


7 rows 


33.5 - 38.5 


81.5 - 97.8 


8 rows 


38.5 - 43.5 


97.8-110.5 


9 rows 



* V2 row indicates the use of Model H Nixalite. Whole number indicate the use of full row models S, L and N Nixalite. 

Nixalite "Space-i-fication" Charts 

A 



Always measure from the center of the 
Nixalite base strip. 

B 5"(12.7cm) max. and 3!/2"(8.9cm) min. 
between two rows of Nixalite. 2%" 
(6.4cm) max. and 2" (5.1 cm) min. 
between model H Nixalite and models S, 
L and N Nixalite. 

C l 3 /4"(4.4 cm) max. from the outside edge 
to the center of the first row of Nixalite. 



D 2Vi"(5.7 cm) max. from inside wall to the 
center of the inside row of Nixalite. 

E Extend Nixalite base strip at least V" 
(1.3 cm) over ends of surface. 

F Nixalite needles must extend over the 
outside edge at least Vt"(0.6 cm). 





u Model H 
Nixalite 




Mounting Hardware Spacing Chart 



Strip length 


Mounting Hardware Spacing 


48" 


6 units - one at each end, four spaced evenly between 


24" 


3 units - one at each end, one in middle 


16" 


2 units - one at each end. 


12" 


2 units - one at each end. 



Things to Remember: 

The sketches below illustrate some 
installation details that could be 
overlooked if not careful. 

Outside Corners: 

When two strips meet at an outside 
corner, space them as shown below. 




Gaps: 

Make sure there are no gaps where 
Nixalite strips meet walls or other 
objects, or where two Nixalite strips 
butt together end-to-end. 




Make sure there are 
no gaps or openings in 
the Nixalite strip installation. 



Butting Strips: 

When two Nixalite strips are butted 
together in a row, make sure the 
Nixalite wire pattern continues from 
one strip to the next strip. No gaps. 




start of next strip^ ^end of previous strip 



Need Help? 
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